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RR7-II Atlantic Reclining Bathing Tub 
PRODUCT MANUAL 

NOTHINGôS MORE REFRESHING THAN RANE 



IMPORTANT SAFETY INSTRUCTIONS  
 

PERTAINING TO A RISK OF FIRE,  ELECTRIC SHOCK, FETAL INJURY, 
DROWNING, HYPERTHERMIA, OR INJURY TO PERSONS 

READ AND FOLLOW ALL INSTRUCTIONS  

 

WARNING: RISK OF FETAL INJURY; Pregnant or possibly pregnant women should 
consult a Physician before using a hydromassage bathtub equipped with a heater. 

  

      

WARNING:   RISK OF ELECTRIC SHOCK .   

ü The unit must be connected to a supply circuit that is protected by a Ground-

Fault Circuit-Interrupter (GFCI) installed by a qualified service representative 

or Licensed Electrician.   

ü Install this unit in accordance with the Canadian Electric Code, part I. the control 

provided with this unit shall be installed out of reach of persons occupying the tub 

in accordance with the Canadian Electrical Code , part I " for unit with a control 

not integral with the tub." 

ü Do not permit electrical appliances (such as a hair dryer, lamp, telephone, radio, or 

television) within 5 feet or 1.5 meters of this hydromassage bathtub. 

ü GFCI should be tested on a routine basis.  To test the GFCI, push the test 

button.  The GFCI should interrupt power.  Push the reset button.  Power 

should be restored.  If the GFCI fails to operate in this manner, the GFCI is 

defective.  If the GFCI interrupts power without the test button being pushed 

there is ground current flowing, indicating the possibility of an electric shock.  

Do not use this hydromassage bathtub.  Disconnect the hydromassage bathtub 

and have the problem corrected by a qualified service representative or 

Licensed Electrician before using. 
 

 

WARNING:  RISK OF ACCIDENT AL INJURY AND DROWNING;   

ü Children should not use hydromassage bathtub without adult supervision. 

ü Do not use hydromassage bathtub unless all suction guards are installed to prevent 

body hair entrapment. 

ü Do not use drugs or alcohol before or during the use of the hydromassage bathtub 

equipped with heater to avoid unconsciousness and possible drowning. 

ü Do not use a hydromassage bathtub equipped with a heater immediately 

following strenuous exercise. 
ü Water temperature in excess of 100° Fahrenheit or 38° Celsius may be 

hazardous to your health.  Check and adjust water temperature before use. 
ü People using medications and/or having an adverse medical history should 

consult a Physician before using a hydromassage bathtub equipped with a heater. 



 

WARNING: RISK OF HYPERTHERMIA  

ü Do not use a hydromassage bathtub equipped with a heater immediately 

following strenuous exercise. 
ü Water temperature in excess of 100° Fahrenheit or 38° Celsius may be 

hazardous to your health.  Check and adjust water temperature before use. 
ü Prolonged immersion in water hotter than normal body temperature may 

introduce hyperthermia. 

ü Symptoms of Hyperthermia; 
¶    Heat stroke can be life-threatening and victims can die.  A person with heat stroke 

usually has a body temperature above 104° Fahrenheit.  Other symptoms include 

confusion, combativeness, bizarre behavior, faintness, staggering, strong and rapid 

pulse, and possible delirium or coma.  High body temperature is capable of producing 

irreversible brain damage. 

¶    Heat fatigue is a feeling of weakness brought on by high outdoor temperature. 

Symptoms include cool, moist skin and a weakened pulse.  The person may feel 

faint. 

¶    Heat syncope is a sudden dizziness experienced after exercising in the heat.  The skin 

appears pale and sweaty but is generally moist and cool.  The pulse is weakened and 

the heart rate is usually rapid.  Body temperature is normal. 

¶    Heat cramps are painful muscle spasms in the abdomen, arms, or legs following 

strenuous activity.  Heat cramps are caused by a lack of salt in the body. 

¶    Heat exhaustion is a warning that the body is getting too hot.  The person may be 

thirsty, giddy, weak, uncoordinated, nauseated and sweating profusely.  The body 

temperature is normal and the pulse is normal or raised.  The skin is cold and clammy. 
  

 

WARNING:  Do not permit children to use this unit unless they are closely supervised 
at all times. 

 

 

WARNING:  Exercise care when entering or exiting the hydromassage bathtub. 
 

 

WARNING:  Use this unit only for its intended use as described in this manual.  Do not 
use attachments unless recommended by the manufacturer. 

 

 

WARNING:  Do not drop or insert any objects into any openings. 
 

 

WARNING:  Do not operate this unit without the guard over the suction fitting. 
 

 

WARNING:  Service or repair work needed for this hydromassage bathtub other than 
normal cleaning or care should be performed by an authorized and qualified service 

representative. 
 

 

SAVE THESE INSTRUCTIONS  

  



Thank you and congratulations on becoming a ñRANEò customer! 

 
This manual is intended to ensure that the equipment performs to your satisfaction.  The following information 

is crucial to the proper operation of the equipment, and will allow for a great bathing experience for both the 

caregiver and the one being cared for. 

 

If there are any questions during the installation or operation of this unit, please contact your local Authorized 

Rane Dealer / Distributor, or Rane Bathing & Accessibility at 888-880-7373. 

 

 

 

This symbol is used throughout this manual to highlight items of importance or safety.  Please pay 

particular attention to these items to ensure proper and safe operation of the equipment. 
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Technical Specifications 
 
Description: Model RR7-II is a reclining, side-entry accessible bathtub. 

 

Construction: The tub shell consists of a 3/16ò thick fiberglass-reinforced polyester laminate.  Critical areas are  

reinforced with a 1/4ò thick core of end-grain balsa and additional layers of fortifying laminate.  The sanitary gelcoat 

is an ISO/NPG type-finish.  The tub frame is welded aircraft grade aluminum box tube. 

 

Thermostatic Mixing Valve with anti-scald protection that dispenses 15 gallons per minute for fast tub fill. 

 

Built -in Disinfection System that is the most time-efficient solution for disinfection of the bathôs external surfaces 

and minimizes the risk of cross-infection. 

 

Handheld Shower Wand for hair and upper body washing, which can be used at the same time the tub is  

filling.  

 

Analog Thermometer for monitoring tub-fill and shower wand temperatures. 

 

3/4ò Supply Lines constructed of stainless steel. 

 

CleanRaneÊ Air Spa System (if equipped) with variable settings that enhance the therapeutic and relaxing effects 

of bathing for the resident. 
 

Auto-Fill (if equipped) is a time-saving feature that enables the caregiver to fill the foot well to a pre-set level.  

 

Digital Scale (if equipped) for accurate weight reading at bath time. 
 

Width:    34ò    

Length:   73ò 

Length (fully reclined): 88ò    

Height:   51ò (lowest setting)   

Height (door in upright position): 78ò (lowest setting)   

Adjustable leveling legs: 2ò maximum    

Seat width (interior):  24ò    

Seat height:   21ò (lowest setting)           

Transfer device access: 5ò H X 31ò W (lowest setting)  

 

Weight capacity (resident): 450 lbs. / 204.5 kg 

Water capacity (occupied): 38 gallons / 143.8 L 

Water capacity (foot well): 24 gallons / 90.8 L 

Fill time (foot well):  1 minutes, 36 seconds 

Drain time (foot well): 2 minutes, 10 seconds 

Water supply inlet:       3/4ò diameter 

Drain size:        1.5ò 

Electrical supply:  115V AC; 60Hz; 15 amp (GFCI outlet required) 

Door configuration:       Upward swing, Left side only 

Manufacturing and Testing Warranty  

 Section 1                                                                                                                                                                            

Please reference section 5 for complete 

warranty details. 

This unit is manufactured in Sparta, Tennessee, USA. 

Each unit passes a thorough quality control review and 

is tested for proper operation prior to shipping.  

Certifications / Standards:  A112.19.7-2012  /  CSA B45.10-12  /  UL 1795  /  CSA C22.2 no. 218.2  
   

IAPMO Z124-2011  /  CSA B45.5-11   



Pre-Installation Drawings and Dimensions 

 
 

 Section 2.1                                                                                                                                                                            
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Pre-Installation Drawings and Dimensions 

 
 

 Section 2.2                                                                                                                                                                            

78"

Up to 7" vertical clearance

For legs of lifting device

51"

29"

Up to 7" vertical clearance 

For lifting device 

Vertical dimensions 

are with the tub in 

the lowest position. 

If legs are extended 

and tub is raised, 

NOTE: 

Tub door should 

not be opened 

while tub is 

FRONT VIEW DOOR OPEN  

 DOOR OPEN & FULLY RECLINED  


